ADDENDUM NO. 1

TO: ALL BIDDERS OF RECORD

PROJECT: ADA FISHING PIER
SOUTH SANDSTONE FISHING ACCESS SITE

FWP PROJECT #. 7133735

DATE: September 11, 2014
FROM: Jason Senn, Project Manager

Acknowledge receipt of this addendum by inserting its number and date in the Proposal
Form and on the Bid Envelope. Failure to do so may subject bidder to disqualification.

This Addendum forms a part of the Contract Documents. Clarification and/or
modifications area as follows:

1) Modification — Revised Proposal Bid Form:
The Proposal Bid Form has been revised to include a Cast-In-Place Concrete
Boat Ramp bid item, attached at the end of this Addendum. Review the

Instructions to Bidders, 4. Bids/Proposals for acknowledgment of this Addendum.

2) Madification — Specifications for Work, Technical Provisions, Structural Concrete,
Part 4, Measure and Payment, 4.1 General:

Add the following:

D. Cast-in-Place Concrete Boat Ramp, 6” Depth will be measured and paid
for by the square foot (SF) in place including all labor, equipment,
materials, and incidentals required for the completion of the work.

The Cast-in-Place Concrete Boat Ramp, 6” Depth and Push-in-Slab
Concrete Boat Ramp bid items include the removal and legal disposal of
existing concrete, excavation, formwork, aggregate leveling course, and
structural reinforcement, as detailed on the project drawings.

3) Moadification — Plan Sheet 6 of 6, Slab Control Joint Detail:

Revise the saw cut control joint spacing to 6’ square instead of 8'.

4) Madification — Plan Sheet 1 of 1, Cast-in-Place Concrete Boat Ramp Details:

Addition to project drawings.
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REVISED PROPOSAL

Montana Fish, Wildlife & Parks FWP Project #7133735
Design and Construction

P.O. Box 200701, 1522 9th Avenue

Helena, Montana 59620-0701

The undersigned, having familiarized himself with the conditions of the work and the contract documents as prepared by FWP,
agrees to furnish all labor, materials, equipment, and services necessary to complete all general construction work, as bid herein,
for a project entitled South Sandstone FAS ADA Fishing Pier, Fallon Co., Montana in accordance with the Contract
Documents including all Addenda. Bidder agrees to perform all work described below at the price shown as follows:

Reminder to Contractors: All Unity Prices must be filled in on the Bid Form for a valid bid (18-2-303 MCA).

Item # Description Unit Price
Estimated Total
Quantity |Unit Measure Amount
1 Mobilization/Demobilization, Erosion Control 1 LPSM
Best Management Practices (BMPs)
2 Cast-in-Place Concrete Sidewalk, 4" Depth 461 SF $
3 Cast-in-Place ADA Parking Slab, 6" Depth 576 SF $
4 Cast-in-Place Concrete Boat Ramp, 6" Depth 240 SF $
5 ADA Fishing Platform 1 LPSM
6 Concrete Curb Stop 1 EA $
7 Barrier Rocks 4 EA $
8 Push-in Slab Concrete Boat Ramp 360 SF $
9 Revegetation 1 LPSM
Total: S
Base Bid:
AND /100 DOLLARS ($

And certifies that he is a duly and regularly licensed contractor registered with the Montana Department of Labor and
Industry:
FIRM NAME:
TELEPHONE:
BY:
REGISTRATION #:
BUSINESS ADDRESS:

E-MAIL ADDRESS:

This bidder acknowledges receipt of the following addenda
ADDENDUM NO. DATED
ADDENDUM NO. DATED

ADDENDUM NO. DATED
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CAST-IN-PLACE CONCRETE
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